
Big Trees for Breakfast
BRUKS 1006 offers new possibilities in the 
mobile chipping business. With 40 years of 
experience we have developed a chipper 
that is stronger, more powerful and with the 
capacity to chip whole trees. 

BRUKS 1006 mobile chipper is developed for 
the production of fuel and micro chips, with a 
capacity to process full length trees and logs up 
to a diameter of 60 cm. The chipper is ideal for 
high capacity chipping on terminal or directly at 
the logging site.

Why BRUKS 1006?
• A 1000 mm chip drum, 

designed to give a perfect cut

• Large, agressive and intelligent 
in-feed

• Extreme high production 
capacity

• Low fuel consumption

• Robust and frugal design
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Chipper Drum
The new drum has a diameter of 1000 mm 
and  a maximum rotor speed of 750 rpm, which 
enables chipping at a high torque level. This 
makes it possibile to chip branches, tops and 
logs with a max diameter of 60 cm. 

Infeed
A powerful 800 mm upper roller and a large 
infeed opening of 1200 x 750 mm ensures great 
infeed at a high retraction force. The rollers are 
hydraulically powered and have hardened teeth 
to ensure high durability. 

Engine
The powerful 565 kW (768 hp) engine guarantees 
that the chipper has the power required for the 
chipping process.

Installations
The installation can be carried out at BRUKS  
workshops in Arbrå, or by an authorized 
bodybuilder workshop. 

Easy and Safe Maintenance
The chipper is built to ensure easy and safe 
maintenance. The knives are easily accessible 
through the hydraulically operated hood. 
To ensure high durability, wear parts are 
exchangeable and made of Hardox steel.

The Chip
When the material is cut, the chips pass through 
a chip screen into the chip accelerator which 
chute the chips out through the chip tube. The 
outcome is a high quality chip, optimized for 
steady and efficient incineration.

BRUKS 1006

Technical Data 1006

Engine Volvo TDA 1643VE 565 kW, (768 hp)

Chipper drum diameter 1000 mm

Infeed dimension W x H 1200 x 750 mm

Adjustable chip length 40-45 mm

Dimensions (transport position) 6000 x 2500 x 2750

Technical Information


